


PROTECT THE LIVES
OF YOUR EMPLOYEES

Ensure a safe working environment!

With a complete lockout/tagout system, you can ensure that your em-
ployees are able to perform maintenance work without worrying about
their safety or fearing for their lives. This provides added security, which
not only helps to prevent accidents caused by the unexpected start-up
of machinery and equipment, but also encourages employees to deal
with hazards consciously and safely and optimises internal processes.

In addition to a targeted lockout/tagout configuration, the choice of
suitable locking systems and devices determines the level of safety for
your employees. ABUS offers an extensive range of suitable padlocks
and locking devices which meet lockout/tagout requirements, giving
you and your employees the good feeling of security.

The new highlights of our lockout/tagout range:

* THE NEW 76 SERIES SAFETY LOCK

The new dimension with over 150,000 guaranteed key variations

* THE ABUS LOCKPOINT

The flexible and adaptable storage solution to provide lockout locks

for your employees

* E245
The first lockout device for motor circuit breakers in the world

* THE NEW V500 UNIVERSAL VALVE LOCKOUT DEVICE

for every type and size of ball valve handle

* B810 PERMIT REDBOX™

combines permit to work with storing your machinery locks

* THE NEW T100/150 LOTO TAGS BY ABUS

delivered in a resealable dispenser box
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TECHNOLOGY & DETAILS

* Solid aluminium body: lightweight yet stable and durable

+ Plastic casing in 10 different colours~ee ece o

» Automatic locking for user convenience and key retention
function for greater safety

+ Large variety of shackles: Steel, steel with
plastic casing, stainless steel, plastic or flexible cable

* Precision cylinder with 8 pins

* Extremely resilient, coated brass key

THE ADDED VALUE FOR YOU

It's not just the high number of guaranteed key variations

that speak for the new 76 series: the V-shaped incisions in

the key provide absolute precision, thus increasing security
during the locking process.
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» Steel shackle
* Diameter: 4.76 mm
* Shackle height 38 mm and

75 mm

The all-rounder for a variety of
applications.
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76/40

+ Shackle made of steel with plastic casing
* Diameter: 6.5 mm

+ Shackle height 38 mm and 75 mm

Use with sensitive or delicate equipment.
The plastic casing protects against scratches
and also acts as electrical insulation.
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» Stainless-steel shackle
* Diameter: 4.76 mm

* Shackle height 38 mm and 75 mm

Use in situations in which a weather-
resistant lock is required, or when the
ambient conditions call for a stainless-steel
shackle due to the liquids or substances
used.
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76PS/40

* Plastic shackle
* Diameter: 4.92 mm

+ Shackle height 38 mm

With this shackle, the lock becomes an "electrician's
lock™. Thanks to its non-conductive properties,

it provides adequate protection against electric
flashovers. In addition, it is the lightest lock in

the series thanks to the weightless shackle.
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76/40CAB

* Stainless-steel cable with plastic casing
* Diameter: 4.76 mm
+ Cable length 20 or 40 cm

Not a rigid shackle. With a flexible cable, this lock
is suitable for locking out several points at the
same time or when the locking points are difficult
to access. The cables are available in a choice of
20 cm or 40 cm lengths.

76BS/40
76BS/40
76BS/40
76B5/40
76140
76140
76140
76140
761B/40
761B/40
761B/40
761B/40
76PS/40
76PS/40
76PS /140
76PS/40
76/40HBT5
76/40HBT5
76/L0HB75

) 76/L0HBT5

76BS/LOHBT5

76BS/LOHBT75
T76BS/LOHBT75
76BS/4LOHB75
76IB/4OHBT5

76IB/40HB75
76IB/40HBT75
76I1B/40HB75

76/40CAB20

Cable length
20 cm

76/40CAB20
76/40CAB20
76/40CAB20

76/40CABLO
cable length
40 cm

76/40CABLO
76/40CABLO
76/40CABLO

VARIANTS:

76BS/40 @ red

yellow 847820
®green 847837
®blue 84784 L4

76/40 @ red

yellow 84769 1
®green 847707
®blue 8LTTT1 4

761B/40 @ red

yellow 84795 0
® green 84796 7
®blue 8LTIT 4

76PS/40 @ red

yellow 84808 7
® green 84809 4
®blue 848100

76/40HB75 @ red

yellow 84822 3
® green 848261
®blue 848285

76BS/4OHB75 @ red

yellow 84839 1
®green 848LO 7
®blue 84841 4

76IB/4OHB75 @ red

yellow 84852 0
®green 848537
®blue 84854 L4

76/40CAB20 @ red

yellow 84865 0
® green 848667
®blue 848674

76/40CAB40 @ red

yellow 84878 0
® green 848797
®blue 848803

LockReg

GL

GL according to
design

MK/ GMK

SupportBox

EAN
4003318

Lock Total
body height

thickness

84781 3 40 90

76BS/L0 orange 847851
76BS/40 ® purple 847868
76BS/40 Owhite 847875

84T68 4 40 91

76/40 orange 847721
76/40 ® purple 847738
76/40 Owhite 847745

84794 3 40 90

761B/40 orange 847981
761B/40 ® purple 84799 8
76IB/40 Owhite 848001

84807 0 40 90

T6PS/40 orange 848117
T6PS/L40 ® purple 84812 4
T6PS/40 Owhite 848131
84820 9 40

76/40HB75 orange 84829 2
76/40HB75 @ purple 848308
76/40HB75 Owhite 848315
84838 4 40

76BS/4LOHB75 ® orange 848421
76BS/4LOHB75 ® purple 84843 8
76BS/LOHB75 O white  8484L 5
84851 3 40

761B/4LOHB75 ® orange 848551
76IB/40HB75 @ purple 84856 8
76I1B/40HB75 O white 84857 5

84864 3 40 flexible

76/40CAB20 orange 848681
76/40CAB20 @ purple 84869 8
76/40CAB20 O white 84870 4

84877 3 40 flexible

76/40CABLO orange 848810
76/40CAB40 @ purple 848827
76/40CAB4O0 O white 84883 4

128

127

127

PL dimensions in mm

Lock Clear Clear
thickness shackle shackle
width  height

22 20 39

76BS/40 ®black 84788 2
76BS/40 ® grey 84789 9
76BS/40 ® brown 847905
22 19 38

76/40 ® black 847752
76140 ® grey 84776 9
76/40 ® brown 847776
22 20 39

761B/L0 ®black 848018
761B/40 ® grey 84802 5
761B/40 ® brown 84803 2

22 20 39

76PS/40 ®black 848148
T6PS/40 ® grey 848155
76PS/40 ® brown 84816 2
22 19 75

76/40HB75 @®@black 848322
76/4LOHB75 @ grey 84833
76/40HB75 @ brown 848346
22 20 76

76BS/4LOHB75 ® black 84845 2
76BS/LOHBT75 @ grey 84846 9
76BS/4OHB75 ® brown 84847 6

22 20 76

761B/4OHB75 ® black 84858 2
76IB/4OHBT75 @ grey 84859 9
761B/4LOHB75 ® brown 84860 5

flexible up

22 flexible t0 90

76/40CAB20 @ black 848711
76/40CAB20 @ grey 84872 8
76/40CAB20 @ brown 84873 5

flexible up

22 flexible 0190

76/40CAB4O @ black 848841
76/40CAB4O @ grey 84885 8
76/40CAB4O @ brown 84886 5

LockReg: Closure numbers are noted and saved

LockReg expanded: Closure numbers are noted and saved, incl. code marking on the lock

76/40 keyed alike

76/40 keyed alike according to specification

76/40 master key system codified

76/40 general master key system codified

Delivery in SupportBox (see page 44)

Shackle
thick-
ness

L.76

Locking
elements

Weight
in kg
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74/140 red 74/40 open

TECHNOLOGY & DETAILS THE ADDED VALUE FOR YOU
* Aluminium body: very lightweight yet sturdy Not a conventional plastic lock — thanks to the
« Plastic casing in 10 different colours *ee ece o aluminium body, the 74 series is significantly more
+ Automatic locking for user convenience durable and long-lasting.
and key retention function for greater safety
* Precision cylinder with six pins
+ Electrically insulated, extremely heat-resistant —
use even in hot and electrical environments
* Thanks to FDA-approved lubricant and good

detectability, it is suitable for the food industry
(see page 44)



72/140 SAF
EXCELLEN
PROPERTI

The 8 intense colours of the 72 series prg
can be combined with the 74 series within'©
optimal expansion to the safety lock series.

72/40

TECHNOLOGY & DETAILS

+ Lock body made from special aluminium - light weight
but high security

+ Available in eight different colours ~ee e

+ Automatic locking without a key by pressing down on
the shackle

* Resistant eloxal layer provides good corrosion protection

72/40HB75

72/1B40

THE ADDED VALUE FOR YOU

Locks from the 72/40 series are an alternative to the
plastic-covered safety locks. Anodised bodies for excellent
corrosion protection and brilliant colours, great engraving
properties and large engraving surfaces offer an abun-
dance of design freedom for the various applications in
your business.

72140
72140
72/40
72140
72/40HB40O
72/40HB40O
72/40HBLO
72/40HB40O
72/40HB75
72/40HB75
72/40HB75
72/40HB75

Aluminium
shackle

Stainless-
steel shackle

Versions

Item description

72/40 @ red
yellow 43603 1
green 436000

® blue 435997

72/40HBLO @ red
yellow 43609 3
green 43606 2

® blue 436055

72/40HB75 @ red
yellow 18692 9
green 70556 4

® blue 705557

T72AS/40 colour,
all colours

T72AS/40HB4O colour,
all colours

721BI40 colour,
all colours

721B/40HB4O colour,
all colours

721B/40HB75 colour,
all colours

LockReg

KA

KA according to
sample

Keying Systems

Support box

*

EAN Padlock dimensions in mm Locking Weight
4003318 elements in kg

Width Total Depth of  Horizontal Vertical Shackle
of lock height lock body shackle shackle diameter
body clearance clearance

43602 4 38.5 19 20 26 6.5

72140 orange 3601 7 | 72/40 ® brown 018329
72140 ® purple 435980
72/40 ® black 43959 9

43608 6 38.5 86 19 20

72/40HB4LO orange 436079 T72/40HB40 @ brown
72/4,0HB4O0  ®purple 43604 8
72/40HB40 @ black 43960 5

18691 2 38.5 121 19 20 75

72/40HB75 orange 741906 | 72/40HB75 @®@brown 856006
72/4,0HB75 @ purple 811470
72/40HB75 @ black 70554 0

on request
request
request
request
request
LockReg: Key codes are noted and saved.

LockReg enlarged: Key codes are noted and saved, lock body is engraved with key code.
72/40 keyed alike

72140 keyed alike according to specification

72/40 master key system with coined key codes at the key head
72/40 grand master key system with coined key codes at the key head

Shipment in support-box (min. 90 locks)



72130 SAFETY
SIMPLE, COMP
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TECHNOLOGY & DETAILS

+ Very lightweight and yet robust
thanks to its aluminium body

+ 8 different colours « e °

+ With key retention for increased safety

+ Resistant eloxal layer provides good corrosion
protection
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72/30HB50 72/30CAB

THE ADDED VALUE FOR YOU

The locks of the 72 series are extremely robust yet still
light thanks to their aluminium body. With the various
shackle variants, they are thus the perfect addition to
the rest of the safety locks, as they fit easily into every
environment.

72130
72130
72130
72130
72/30HB50

72/30HB50
72/30HB50
72/30HB50

T2AS/30HB38

T2AS/30HB38
T2AS/30HB38
T72AS/30HB38

721B/30

72IB/30
721BI30
72IB/30
72IB/30HB50

721B/30HB50
721B/30HB50
72IB/30HB50
72/30CAB20
Cable length
20 cm

72/30CAB20
72/30CAB20
72/30CAB20
72/30CABLO
Cable length
40 cm

72/30CAB4O
72/30CABL4O
72/30CAB4O

Options:

Item description

72/30 @ red

yellow 822100
® green 822186
®blue 822193

72/30HB50 @ red

yellow 87447 5
® green 87448 2
®blue 874468

T72AS/30HB38 @ red

yellow 87447 5
® green 87448 2
®blue 874468

721B/30 @ red

yellow 87463 5
® green 87464 2
®blue 874628

721B/30HB50 @ red

yellow 87471 0
®green 874727
®blue 874703

72/30CAB20 @ red
yellow 87483 3
® green 874796
®blue 874789
72/30CABLO @ red
yellow 87487 1

® green 87488 8
®blue 87486 4

LockReg

GL

GL according to
design
MK /| GMK

SupportBox

EAN
4003318

Lock Total
body height
thickness

82209 4 32 65
72/30 orange 822209
72130 ® purple 822216
72130 ® black 822223
874451 32 89
72/30HB50 orange 874499

72/30HB50 @ purple 874505
72/30HB50  @black 87451 2

87453 6 32 78

T2AS/30HB38 ®orange 874499
T72AS/30HB38 @ purple 874505
72AS/30HB38 @ black 87451 2
874611 32 65

721BI30 orange 874659
721B/30 ® purple 87466 6
72IB/30 ® black 87467 3

87469 7 32 89

721B/30HB50 orange 874734
72I1B/30HB50 ®@purple 87474 1
72IB/30HB50 @ black 87475 8

87477 2 32 flexible
72/30CAB20 orange 87480 2
72/30CAB20 @ purple 874819
72/30CAB20 @ black 87482 6
874857 32 flexible
72/30CABLO orange 874895

72/30CAB40 @ purple 87490 1
72/30CAB40 @ black 87491 8

PL dimensions in mm

Lock Clear
thickness shackle
width

16 7
72130 ® brown

16 7
72/30HB50 @ brown

16 7

T2AS/30HB38 @ brown

16 17

721BI30 ® brown

16 17

721B/30HB50 ® brown

16 flexible

72/30CAB20 @ brown

16 flexible

72/30CAB40 @ brown

LockReg: Closure numbers are noted and saved.

Locking
elements

Clear Shackle
shackle thickness
height

26.5 4.76
822230

51
87452 9

39
87452 9

26.5
87468 0

flexible
up to 100

87484 0

flexible
up to 180

87492 5

LockReg expanded: Closure numbers are noted and saved, incl. code marking on the lock

72130 keyed alike

72130 keyed alike according to specification

72130 master key system codified

72130 general master key system codified

Delivery in SupportBox (see page 44)




MACHINE

FOR THE PERFECT ,

ORGANISATION SUPPORT -
MASTER KEY SYSTEMS

MASTER KEY SYSTEMS
Why an MK system? ;. GENERIC KEY
Such a system is required if a master key that can open -
all installed locks is desired, e.g. for carrying out a safe

emergency opening.

In a master key system, keyed-different (KD) and keyed-
alike (KA) sets as well as combinations of the two can be
combined.

Why do we need this?
Carefully planned organisation of locks could save lives.

For example:

Personal identification locks (PIS) are ALWAYS keyed different
(KD). So every employee has their own lock with their own
key. This key will not fit into another employee's lock and

PERSONAL
IDENTIFICATION LOCKS

vice versa. Machine identification locks (MIS) which are used
to secure the machine against power reactivation can either
be keyed different (KD) or keyed alike (KA) depending on
your plans.

The use of a control key must be clearly regulated. It is
locked away in a secure location (e.g. in a safe) and is
only used if locks need to be opened in unforeseeable
circumstances and the relevant employees are not present.

Allow our experts to advise you and find the perfect MASTER KEY
solution.




E203 closed E203 open

TECHNOLOGY & DETAILS
* High-quality materials: durable, robust, non-conductive

- Easy to use with screw mechanism for safe (tool-free)
mounting

* For padlocks with shackle diameters of up to 7 mm

E201 E202

THE ADDED VALUE FOR YOU
You can secure the E203 with a cable lock or a cable

lockout. This allows you to lock several circuit breakers
in a row.

\
EAKERS

or all standq{d and miniature circuit
it breakers vertically and horizon-

al circuit breakers in a rowa
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TECHNOLOGY & DETAILS THE ADDED VALUE FOR YOU
* The E245 is placed on the motor circuit breaker, With the ABUS E245, you will achieve a significantly
clamped using the locking mechanism, and secured higher level of security when it comes to electrical

using a padlock isolation. Motor circuit breakers cannot simply be E\|\|
* For all motor circuit breakers with a height or switch switched off any more. “
front of 45 mm

With the ABUS E245, unsolvable becomes simply great.



THE LOCKOUTS FOR FUSES

E218 and E233 are the perfect choice for securing fuses. Several screw bases can be secured in series with the
flexible holder using a cable lock. To ensure clear communication, the lockouts are equipped with a corresponding

warning sign.

TECHNOLOGY & DETAILS THE ADDED VALUE FOR YOU
+ Easy to use: The lockout device is 2-in-1: Thanks to the stepped thread diameters, each
screwed into the screw base and prevents the locking device covers two standard screw threads:
fuse cartridge from being inserted « E218 for E14 and E18 threads (for DO1 + D02 screw fuses,
* Includes a holder for padlocks with shackle diameters NEOZED System)
up to 6.5 mm - E233 for E27 and E33 threads (for DIl + DIII screw fuses,
+ Padlock holder can be rotated as required DIAZED System). E233 E218

* Includes a handy special key which can be stored on
the fitted shackle if necessary

Item description EAN Outer dimensions
400318

Number Hanging Length Width
of hang-  points in mm in mm
ing points in mm

DO fuse lockout for screw fuses DO1+D02

(NEOZED system) 836770 1

D fuse lockout for screw fuses DII+DIII
(DIAZED system)

83680 0 1

22
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TECHNOLOGY & DETAILS

* High-quality polypropylene: long-lasting, robust,
non-conductive

* Five sizes: Handwheels of 1to 13 inch valves

+ Padlocks can be comfortably inserted thanks to the
9 mm hole diameter

* Release point for handwheels with spindle

+ Self-adhesive warning labels in various languages

+ Different versions depending on application scenario
and operating steps

+ V500 - for virtually all handle sizes and shapes

+ Creates a mounting point on the handle which
is secured against a counterpoint using a cable
lockout

+ Wide adjustment range

- Large, specially shaped contact surfaces (rubberised
on one side) for the ideal valve handle grip

+ Ergonomically shaped rotary handle for quick adjust-
ment

* Intuitive and user-friendly

THE ADDED VALUE FOR YOU
Products to secure a very wide range of valves enable
quick and practical protection.

NEW

25



r

THE I.OCKS.

FO

.
"

S

ECT

UUS nge is als ding in the f"eld of cko he new P600 plug lockout
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TECHNOLOGY & DETAILS

* Two sizes: for standard plug 110/220 V up to industri- + Lockouts to prevent the use of large plugs and
. . P600 P616 P110 P606
al plugs 550 V (a comparison of the plug and locking control panels
dimensions is recommended before ordering) + Available in two sizes
* Cable feed at both ends to secure plug connections - Made of lightweight material (polyester)
* For up to four padlocks with shackle diameters of up * Flexible, water-repellent and resistant to heat “E‘N
to 9 mm and dirt

* Closable thanks to the strap
* For padlocks with diameters of up to 7 mm
+ High-quality polypropylene: long-lasting, robust,
non-conductive
« For a padlock with a shackle diameter of up to 9 mm - To lock out industrial plugs from 16A (3-pole) to 125A
(5-pole)
* For a padlock

+ Light, handy and space-saving

26 27



503

TECHNOLOGY & DETAILS

« Simple, intuitive design

* Patented clamping mechanism for securely fixing the
cable

* Retightening possible at any time, even when locked

* Either insulated metal cable or plastic cable — available
in various lengths and interchangeable if necessary

+ The nylon version is particularly suitable in the
electrical sector

* For up to six padlocks

28

(523 €553

+ Simple, intuitive design

* Insulated, replaceable metal cables in various lengths
* You can easily shorten the nylon cable on your own

+ For up to six padlocks

THE ADDED VALUE FOR YOU

Is there no suitable locking solution at the moment?
Sure there is — with the universal lockouts, you can
secure everything for which there are special solutions.

THE UNIVERSAL SOLUTIO
CABLE LOCKOUTS ’ £

With the cable lockouts, you can lock a

.I-.Hinilll

ide range of energy sources. From handwheels to ball valves. L

These lockouts are suitable for “mechanical locking processes.

Item description EAN Outer dimensions Other dimensions Colour
400318

Number Hanging Length Width Depth Cable Cable
of hang-  points in in in length @in
ing points in mm mm mm mm in cm mm

(503 Safelex™ universal cable lockout with 1 m coated 003479 6 9 61 2 100 41 red/
steel cable black

506 Safelex™ universal cable lockout with 2 m coated 00348 6 61 2 200 41 red/
steel cable black

Safelex™ universal cable lockout with 3 m coated red/

(509 S g 00349 3 61 26 300 4.1 ek

515 Safelex™ universal cable lockout with 5 m coated 00353 0 61 2 500 41 red/
steel cable black

(523 Safelex .umversal cable lockout with 1 m 77842 1 61 2 100 L6 red/
conductive nylon cable black

(526 Safelex .L|n|ve|'sal cable lockout with 2 m 77843 8 61 200 L6 red/
conductive nylon cable black

(553 Standard cable lockout with 1 m coated steel cable 00355 &4 61 100 4.1 red
(556 Standard cable lockout with 2 m coated steel cable | 00356 1 61 200 4.1 red
(559 Standard cable lockout with 3 m coated steel cable 00359 2 61 300 4.1 red

(565 Standard cable lockout with 5 m coated steel cable 1 00361 5 61 4.1 red

REPLACEMENT CABLE:

(503SC | 1 m replacement cable for (503 Safelex” 856150
(506SC 2 m replacement cable for (506 Safelex” 85616 7
(509sC 3 m replacement cable for (509 Safelex’ 85617 4
(515SC replacement cable for (515 Safelex” 85618 1
(523sC replacement nylon cable for (523 Safelex” 85619 8
(526SC replacement nylon cable for (526 Safelex” 85620 4

29
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TECHNOLOGY & DETAILS THE ADDED VALUE FOR YOU
* For up to six padlocks Multiple locking is useful for applications where you
- High-quality materials for different fields of application  need to hang more than one padlock. Isolator switch
- Comes in two sizes in metal variant, optionally comes locks turn one mounting point into six.

with engaging clamps for additional protection in steel

variant
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GROUP LOCKOUT

The principle of group lockout processes is to separate
conventional personal identification locks (PIS) from the
additional machine identification locks (MIS). The PIS are for
every single employee and show which person is undertak-
ing maintenance or repair work when hung up. The MIS are
used to prevent reactivation of the energy supplies to the
machines and installations.

In a group lockout, the keys for the MIS are locked away
inside the SAFETY REDBOX™. Each employee involved can
then secure their personal lock on the SAFETY REDBOX™. In
this way, the keys are safely locked away for later opening of
the machine locks until the last employee has removed their
personal lock. You can also immediately see which employee
is working on the machine. Thanks to the wall mount, the
SAFETY REDBOX™ provides even greater process safety.

TECHNOLOGY & DETAILS
* High level of stability in spite of low weight
+ Ergonomic and space-saving fold-away handle

+ Inside is exposed to light from all sides for better visibility
of contents

* Innovative and secure locking mechanism for the lid
+ Patented wall bracket for fixed point of reference and thus
efficient and clearer organisation of group lockout

THE ADDED VALUE FOR YOU

The ergonomically designed carrier handle, the large fields
of vision to monitor key presence and the particularly effi-
ciently opening cover mark the SAFETY REDBOX™ as the ideal
solution.

SAFETY REDBOX™

FOR LOCKOUT

SAFETY REDBOX™

» 1} d &
® 060 ® 9@

o
e

7]
"

> v @ @

e

SAFETY REDBOX™ wall bracket

33



B810

LOCKOUT AT ITS BEST

Work release notes in simple combination with pinpoint storage of

machine and installation locks.

TECHNOLOGY & DETAILS

+ 2in 1: Incorporates permit-to-work procedures into
standard group lockout — easiest way to combine both

* For up to 23 personal locks — locking both:
equipment lock keys and Ak work permit form

* Handy design and size

* Thanks to enclosed wall-bracket “Ew
suitable for stationary and mobile use

* Made of powder-coated steel sheet: robust and long-
lasting

34

THE ADDED VALUE FOR YOU

Permit boxes help reduce time to complete group

lockout procedures from start to finish. When placed

near production equipment or somewhere in the facility
where maintenance works is done regularly, permit boxes
help minimise movement of equipment and personnel
throughout the plant and give transparency to the
involved workers. B810 Permit Redbox™ provides a place
to keep equipment locks, secure the keys of placed locks
and display corresponding work permits.

PERMIT REDBOX™ wall bracket

Item

B810 Permit Redbox™

Item description

EAN
400318

88882 3

Contents

1

Weight

3.8 kg

Dimensions

380 mm x 240 mm x 68 mm

B810

Wall mount dimensions

176 mm x40 mm x 10 mm

Colour

red

35



